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Product Description
Type: A clear solvent blend

Uses: For thinning Nitrocellulose (NC) Enamels and Wood Varnish to give a high gloss finish and
for general clean up m

Advantages: Gives high gloss finish with fast evaporation.

PRODUCT DATA:

Colour Range: Clear
Odour: Characteristic mixture of ketones, aromatics and esters
Mixing Ratio: As directed on product being thinned

Pack Sizes: 1 Litre, 5Litres and 20Litres

Wi by
Wembley Laboratories Ltd.

Precautions:
1. Ensure containers are tightly closed to minimize evaporation.

Storage Conditions: Store under cool dry conditions away from direct sunlight, heat and extreme cold.

Disclaimer: The recommendations contained herein are given in good faith and meant to guide the user in
accordance with good painting practices. They are gained from our tests and experiences and are
believed to be accurate and reliable. No warranty/guarantee is implied by the recommendations
contained herein since the conditions of use; application method, substrate and cleanliness of the substrate
are beyond Wembley Laboratories Ltd. control. Technology may change with time, necessitating changes
to this Technical Data Sheet (TDS). Wembley Laboratories Ltd. reserves the right to amend the TDS

without any further notice. It is the responsibility of the user to ensure that the latest TDS is being used

SOBS©

Toxic/Harmful Harmful/lrritantHighly/Extremely Dangerous for the

Flammable Environment
For additional health & safety information, please refer to our Material Safety Data Sheet (MSDS)

for reference.
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